Conzerv Systems Pvt Ltd

DigitAN'= EM 6400 Series ..o;

CONZERV’

Smart Energy Management

Class 0.2S
accuracy.

Warranty 3

3 Year Enhanced Warranty Period

m Digital & Analog display ® Compact B Smart
m Global ; CE, UL marks B Universal pgenefits
Auto Scaling K, M and EM 6459

G

Brilliant 3 line, 8
segment LED display

Color coded analog
load bar

True RMS,
RS 485 optional

Auto CT correction

Features

B Global: UL, C UL Listed, CE, C- Tick certified

B Accuracy Class 1.0 (0.5S & 0.2S Optional)

B True RMS, Accurate on Distorted waveforms

B Simultaneous sampling of Volts & Amps

B Low PT, CT burden

B Wide range of Auxiliary Supply (Control power)

B Programmable CT, PT ratios

B Built-in phase analyzer

B Quick and easy installation

B Auto Scrolling

B Communication with PCs, PLCs, DCS through RS
485 Serial Port (Built-in for EM 6434 &EM 6433 and
optional for EM6436,EM 6400)

B 10 year back-up of integrated data

B Turbo Key for 'One Touch' operation and setup

B Measures 4 Quadrant Power & 2 Quadrant Energy
(IE Optional measures 4 Quadrant Energy in
EM6400)

B CT reversal: auto-correction for Energy Integration
in star(wye) mode we '

B Demand Monitoring (Optional)

B PF per phase and 3 phase

B Sealed dust - proof construction

B Touch safe terminals

B Easy set up through Front Panel keys

B Keypad lock

Display Features

B Patented Alpha numeric bright display

B Brilliant 3 line, 4 digit per line, (digit height
14mm) LED display with auto-scaling capability
for Kilo, Mega, Giga)

View 3 Parameters together

Password protection for setup parameters

User selectable default display page through key

pad lock
HE'S C €
1ISO 14001:2004 Certi ed UK
ISO 9001:2000 Certi ed

B Displays Volts, Amps, Frequency/PF simultaneously
B Monitors generator speed (RPM)

B Monitors generator loading efficiency

B ON hours & number of power interruptions

EM 6434

B Displays all power and energy parameters, Run
hours, ON hours & number of power interruptions
B Monitors loading characteristics of motors

EM 6433

B Monitors active/apparent power & energy
consumption, load current, Run hours, ON hours
in a single meter

B Displays Amps, Power simultaneously

EM 6436: All benefits of EM 6433 and more
B Displays Volts, Amps, Frequency/PF simultaneously
B Displays Amps, Power, PF simultaneously

EM 6400: All benefits of the above models and more
B Monitors all instantaneous, integrated and

demand parameters
B Analyses power quality
B Helps energy balancing

User Programmable

B Delta / Star (Wye) / 2 Phase / 1 Phase we" '
B PT, CT Ratios Primary & Secondary
B User selectable VAh/Wh (EM6436, EM6433)

Applications

Control Panels

Motor Control Centers

Power Distribution Panels

Connection to Plant Monitoring & Control Systems
Genset Panels

Original Equipment Manufactures (OEMs)

Building Management System

Rugged Construction
Conforms to

Emission :CISPR22

Fast Transient :4kV IEC 61000-4-4
Burst :IEEE 62.41:1991
Surge withstand :IEEE C37.90.1:2002
ESD :IEC 61000-4-2

Impulse voltage
Safety Construction
Protection against

dust & water
H us 0 C-Tick

LISTED

:6kV, IEC 60060, 1.2/50uSec
:Self extinguishable VO plastic
:Front IP 51

Rear IP 40
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