
Neurio is an energy monitor that tells a user how energy is being generated by their solar power and how much energy is 
being used around their home. With the easy-to-use smartphone app or website, users can track their net power use in 

real-time, allowing them to make the most out of their solar investment.

SIMPLE INSTALLATION
Installing Neurio in an electrical panel 

only takes about 15 minutes. With no wire 
cutting necessary, installation is a snap.

FEATURES
REAL-TIME ENERGY MONITORING
Displays generation, consumption and net energy usage in real-time.

NET METERING
Calculates the net consumption of energy, showing when energy is 
being pulled from grid and when energy was sent to the grid.

VIEW HISTORY
Displays the energy history over the day, week, month or year.

BILL FORECASTING
Shows what the projected bill will be based on net energy 
consumption patterns.

ENERGY SAVING TIPS
Gives tips on areas Neurio thinks you can reduce your energy use.

EVERYONE LOVES SAVING MONEY
Most homes waste an average of 20% of the 
electricity they use. Neurio helps curb this 

wastage and saves homeowners from high bills.

KNOW WHAT YOU’RE MAKING
Monitor both real-time consumption and 
generation through the easy-to-use iOS, 

Android and web apps.

STATS YOU’RE GOING TO LOVE
Allows you to see your consumption and 

generation history over the day, week, 
month or year.
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THE SMART WAY TO MANAGE A 
HOME’S SOLAR POWER.

Shop for Power Metering products online at: 1.888.610.7664www.PowerMeterStore.com



INSTALLATION
Neurio Sensor W1™ is easily installed inside a standard breaker panel.  
Two current transformers are looped around the main power lines and 
two additional current transformers are looped around the lines coming 
in from the solar inverter. The Neurio Sensor W1™ is then wired directly 
into an existing breaker. Energy is accumulated at four points providing 
the complete picture of consumption and generation within the home

Once the sensor is installed, the software will guide the installer or 
homeowner to connect the sensor to the home’s WiFi network.. Typical 
installation time for a qualified professional is under 15 minutes.
.
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MONITORING RADIO CERTIFICATION 

Mains: 
120/240V 60Hz 
120/208V 60Hz 
120V 60Hz 3-phase  
220V 50Hz 
220V 50Hz 3-phase 

Measured: 
Energy imported/exported 

MAC/PHY: 802.11n 
Operating Frequency: 2.4GHz 
Transmit Power: +19dBm 
Receive Sensitivity: -97dBm 

UL/CSA/IEC 61010-1 
 

 
Current Transformers:
 200A, 19mm

 

 
 

Accuracy: 1% 
Resolution: 1W Power, 1Wh Energy 
Power Consumption: <2W 

STORAGE OPERATION 

0º to 60ºC at <85% relative 
humidity 

5º to 50ºC at <85% relative 
humidity 

HOW IT WORKS
Once the Neurio Sensor is installed in an electrical panel, it will start sending the info to your smartphone or computer. Now 
you can see how much the home is consuming and generating in real-time.
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